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NOTES:
o IMATERIAL:
j-L o METAL SHELL: BRASS

HOUSING: POLYAMIDE, GLASS FIBER FILLED, UL94-0,COLOR BLACK
INSERT: POLYAMIDE, GLASS FIBER FILLED, UL94-0,COLOR BLACK
TERMINAL: PHOSPHOR BRONZE
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N 5) &) 2 PLATING:
oS —EEE@— TERMINAL:

o gy o CONTACT AREA: GOLD(AUTHICKNESS=50 MICROINCH/1.27 MICROMETER
20 = =g = SOLDER TAIL: TIN(SA), THICKNESS=100 MICROINCH MINIMUM
® 2 4l = UNDER PLATE: NICKEL (Ni).

METAL SHELL:
P PR ‘ &1 SOLDER TAIL: TIN(SA), THICKNESS=100 MICROINCH MINIMUM
* UNDER PLATE: NICKEL (Ni)(SOLDERING AVAILABLE)
127 SURFACE APPEARANCE: BRIGHT.
554 TYP. 3.RECOMMENDED PCB THICKNESS: 1.60:0.05
4PRODUCT SPECIFICATION REFER TO PS-48025-005

STEST SUMMARY REFER TO TS-48025-007
2.84 254 TYP. 6.PACKAGING SPECIFICATION REFER TO PK-48025-001

7.LEAD FREE AND RoHS COMPLIANT PRODUCT.
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MAGNETIC ELECTRICAL SPECIFICATION

PARAMETER SPECIFICATIONS
PCB RJ45 100 KHz 1-125 MHz
N 1CTACT P INSERTION LOSS 1y 5> 45 ma 0.2+0.002x%f~14 dB MAX
. ¢ SETURE LOSS 1-30 MHz - 2(3}2&2 MHz 60-80 MHz
- + o, - 0
(Z DUT=100 OHM=15%) |16 dB MIN | (f,¢0° Mi2) "B MIN. 10 dB MIN.
P2 12 INDUCTANCE (OCL) |~ .\ MEASURED AT 100 KHz, 100 mVRMS
(MEDIA SIDE, 0° +70°C) U (AND WITH 8 mA DC BIAS )
p7 13 CROSSTALK, ADJACENT— M2 10-100 MMz
! CHANNELS 50 dB MIN 50-17%L0G (f/10) dB MIN.
- 3 COMMON MODE 2 MHz 30-200 Mz
og 16 REJECTION RATIO 50 dB MIN 15-20%L0G ,(f/200) dB MIN.
1CTACT
D%/ZREWS“NSDT‘@GNCE 0.60 OHMS MAX.
- J4 DC RESISTANCE
\7/\5/\ - MBALANCE +0.065 OHMS MAX (CENTER TAP SYMMETRY)
HI-POT
oS b ISOLATION 1500 VRMS AC
75% 75 75 NOTE: f IS FREQUENCY IN MHz.
P4 1 A 8
?OgivDF LED ELECTRICAL SPECIFICATION
PARAMETER YELLOW (TYP.)|GREEN (TYP) UNITS| TEST CONDITIONS
POWER DISSIPATION 105 105 mw
MAGNETIC SCHEMATIC REVERSE VOLTAGE 5 5 Vi
PEAK WAVELENGTH 590 565 nm [F=20mA
AT FORWARD VOLTAGE| 2.1 | MAX.=25| 2.2 IMAX.=25 \% [F=20mA
PO
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