PLUG 1: ACCESS HUB

PRODUCT LABEL

PANDUIT P/N WEIGHT
ACBOS 0.1kg
SPECIFICATION:
1. STANDARD
OPERATING TEMPERATURE RANGE: 0°C TO 65°C [32°F TO 149°F]
OPERATIONAL VOLTAGE: 5+0.1 VOLTS
CURRENT DRAW: 30 mA MAX

PLUG 2: ELECTRONIC LOCK

260020

[102.36"]

INTERFACE PLUG 1 (ACCESS HUB):

INTERFACE PLUG 1 HOUSING MATERIAL:

INTERFACE PLUG 1 HOUSING COLOR:
INTERFACE PLUG 2 (ELECTONIC LOCK):

INTERFACE PLUG 2 HOUSING MATERIAL:

INTERFACE PLUG 2 HOUSING COLOR:
2. ADDITIONAL:
NONE
3. ACCESSORY COMPONENTS:
INSTALLATION GUIDE, QTY:(1)

NOTES:

H.R A2006 SERIES

2.0mm PITCH SINGLE ROW CONNECTOR
10 CIRCUITS

NYLON

WHITE

HIROSE DF11 SERIES

2.0mm PITCH DOUBLE ROW CONNECTOR
CRIMPING SOCKER, 6 CIRCUITS

NYLON

BLACK

1. PRIMARY DIMENSIONS ARE IN MILLIMETERS. SECONDARY DIMENSION

ARE IN INCHES

2. INSTALLATION SHALL COMPLY WITH ALL APPLICABLE NATIONAL, STATE,

AND LOCAL CODES

3. VISIT OUR ON-LINE CATALOG AT WWW.PANDUIT.COM FOR A CURRENT
LIST OF PRODUCTS APPLICABLE FOR USE WITH THIS PART
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