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ESD protection

generAL-purpose esd proteCtion

part number directionality number of 
lines

ieC 61000-4-2
contact/air

stand-off 
voltage (vrm)

Leakage current 
(irm) @ vrm

breakdown 
voltage

vbr @ ir = 1 mA

Capacitance i/o 
to gnd

@ 0 v bias

Capacitance i/o 
to i/o @ 0 v

bandwidth  
@ -3 db package

package 
size

L x W

(kv) (v) max (µA) min (v)  typ (pF)  typ (pF) gHz (mm)

esdAXLC5-1u2(*) Unidirectional 1 > 16/30 3.6 0.1 5 0.55  - 11.4 ST0201 0.60 x 0.30

esdZL5-1F4(1) Unidirectional 1 > 12/30 5.5 0.1 5.8 10 - - ST0201 0.60 x 0.30

esdAuLC6-1u2 Unidirectional 1 > 8/15 3 0.1 6 0.8  - 5.2 ST0201 0.60 x 0.30

esdAvLC6-1v2 Unidirectional 1 > 12/15 3 0.05 6 7.5  -  - ST01005 0.40 x 0.20

esdAXLC6-1mY2 Unidirectional 1 > 8/15 3 0.1 6 0.35 max  -  - SOD882 1.00 x 0.60

esdA6v1-1J(1) Unidirectional 1 > 8/15 5 0.5 6.1 210 - - SOD323 2.50 x 1.25

esdALC6-1u2 Unidirectional 1 > 8/15 3 0.1 6.1 12  -  - ST0201 0.60 x 0.30

esdALC6v1-1m2 Unidirectional 1 > 8/15 3 0.1 6.1 22  -  - SOD882 1.00 x 0.60

esdALC6v1-1u2 Unidirectional 1 > 8 / - 3 0.1 6.1 12  -  - ST0201 0.60 x 0.30

esdA7p60-1u1m Unidirectional 1 > 8/15 5 0.2 6.4 450 NA  - 1610 1.60 x 1.00

esdA8v2-1J Unidirectional 1 > 8/15 5 0.5 8.2 210  -  - SOD323 2.50 x 1.25

esdA8v2-1mX2 Unidirectional 1 > 8/15 5 0.5 8.2 350  -  - QFN-2L 1.45 x 1.00

esdA12-1K Unidirectional 1 > 8/15 10 0.5 12 200  -  - SOD523 1.60 x 0.80

esdALC12-1t2 Unidirectional 1 > 8/15 10 0.2 12 15  -  - SOD882T 1.00 x 0.60

esdA13p70-1u1m Unidirectional 1 > 8/15 12 0.2 12.5 400 NA  - 1610 1.60 x 1.00

esdA15p60-1u1(*) Unidirectional 1 > 8/15 13 0.1 13.6 335 NA - 1610 1.60 x 1.00

esdAvLC14-1v2 Unidirectional 1 > 12/15 12 0.1 14 7.5  -  - ST01005 0.40 x 0.20

esdALC14v2-1u2 Unidirectional 1 > 8/16 3 0.1 14.2 6  -  - ST0201 0.60 x 0.30

esdAvLC14-1u2 Unidirectional 1 > 8/15 12 0.1 14.2 6  -  - ST0201 0.60 x 0.30

esdA17p60-1u1m(*) Unidirectional 1 > 8/15 15 0.2 15.5 290 NA - 1610 1.60 x 1.00

esdA18-1F2 Unidirectional 1 > 8/15 10 0.5 16 230  -  - CSP 500 µm 0.92 x 0.92
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generAL-purpose esd proteCtion

part number directionality number of 
lines

ieC 61000-4-2
contact/air

stand-off 
voltage (vrm)

Leakage current 
(irm) @ vrm

breakdown 
voltage

vbr @ ir = 1 mA

Capacitance i/o 
to gnd

@ 0 v bias

Capacitance i/o 
to i/o @ 0 v

bandwidth  
@ -3 db package

package 
size

L x W

(kv) (v) max (µA) min (v)  typ (pF)  typ (pF) gHz (mm)

esdA18-1F4 Unidirectional 1 > 8/15 12 0.02 16 120  -  - CSP 300 µm 0.64 x 0.64

esdA18-1K Unidirectional 1 > 8/15 16 0.5 18 200  -  - SOD523 1.60 x 0.80

esdA25p35-1u1m(*) Unidirectional 1 > 8/15 22 0.2 23.3 190 NA - 1610 1.60 x 1.00

esdA8p80-1u1m(*) Unidirectional 1 > 8/15 6 0.2 480 NA - 1610 1.60 x 1.00

esdArF01-1bF4 Bidirectional 1 > 8/15 0.1 0.3 0.6 3  -  - ST0201 0.60 x 0.30

esdArF01-1bm2 Bidirectional 1 > 8/15 0.1 1 0.7 3  -  - SOD882 1.00 x 0.60

esdAXLC4-1bF3 Bidirectional 1 > 8/8 3 0.1 4 0.35  -  - ST0302 0.69 x 0.50

esdALC5-1bm2 Bidirectional 1 > 8/15 5 0.1 5 27  -  - SOD882 1.00 x 0.60

esdALC5-1bt2 Bidirectional 1 > 8/15 5 0.06 5 27  -  - Thin SOD882 1.00 x 0.60

esdALCL5-1bm2 Bidirectional 1 > 8/15 1 0.001 5 26  -  - SOD882 1.00 x 0.60

esdArF02-1bu2CK Bidirectional 1 > 8/20 3.6 0.1 5 0.2  -  - ST0201 0.70 x 0.30

esdA5-1bF4 Bidirectional 1 > 8/15 5 0.1 5.8 45  -  - ST0201 0.60 x 0.30

esdALC5-1bF4 Bidirectional 1 > 8/15 5 0.1 5.8 10  -  - ST0201 0.60 x 0.30

esdAuLC5-1bF4 Bidirectional 1 > 30/30 3 0.07 5.8 1.5  - 4 ST0201 0.70 x 0.30

esdAvLC5-1bF4 Bidirectional 1 > 8/15 5.3 0.1 5.8 7  -  - ST0201 0.3 x 0.6

esdZv5-1bF4(1) Bidirectional 1 > 18/30 5.5 0.1 5.8 7 - - ST0201 0.60 x 0.30

esdArF02-1bu2 Bidirectional 1 > 8/15 3 0.07 6 0.24  - 17 ST0201 0.60 x 0.30

esdArF03-1bF3 Bidirectional 1 > 8/15 3 1 6 0.6  -  - CSP 400 µm 0.82 x 0.82

esdAvLC6-1bF4 Bidirectional 1 > 8/15 3 0.1 6 6  -  - ST0201 0.60 x 0.30

esdAvLC6-1bv2 Bidirectional 1 > 12/15 3 0.05 6 7.5  -  - ST01005 0.40 x 0.20

esdAXLC6-1bt2 Bidirectional 1 > 8/15 6 0.07 6 0.4  -  - Thin SOD882 1.00 x 0.60

esdAXLC6-1bu2 Bidirectional 1 > 8/15 3 0.07 6 0.4  -  - ST0201 0.60 x 0.30

esdAXLC6-1bu2K Bidirectional 1  > 8/20 3 0.07 6 0.24  - 17 ST0201 0.60 x 0.30
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generAL-purpose esd proteCtion

part number directionality number of 
lines

ieC 61000-4-2
contact/air

stand-off 
voltage (vrm)

Leakage current 
(irm) @ vrm

breakdown 
voltage

vbr @ ir = 1 mA

Capacitance i/o 
to gnd

@ 0 v bias

Capacitance i/o 
to i/o @ 0 v

bandwidth  
@ -3 db package

package 
size

L x W

(kv) (v) max (µA) min (v)  typ (pF)  typ (pF) gHz (mm)

esdALC6v1-1bu2 Bidirectional 1 > 8/15 3 0.1 6.1 5  -  - ST0201 0.60 x 0.30

esdALC8-1bF4 Bidirectional 1 > 8/15 6 0.05 7 30  -  - ST0201 0.60 x 0.30

esdAvLC8-1bm2 Bidirectional 1 > 8/15 3 0.05 8.5 4.5  -  - SOD882 1.00 x 0.60

esdAvLC8-1bt2 Bidirectional 1 > 8/15 3 0.05 8.5 4.5  -  - Thin SOD882 1.00 x 0.60

esdAvLC8-1bu2 Bidirectional 1 > 8/15 3 0.1 8.5 5  -  - ST0201 0.60 x 0.30

esdAvLC12-1bv2 Bidirectional 1 > 8/15 10.5 0.07 12 7  -  - ST01005 0.40 x 0.20

esdALC14-1bF4 Bidirectional 1 > 8/15 12 0.1 14 22  -  - ST0201 0.60 x 0.30

esdA14v2-1bF3 Bidirectional 1 > 8/15 12 0.5 14.2 10  -  - CSP 400 µm 0.69 x 0.50

esdAXLC18-1bF4(*) Bidirectional 1 > 10/30 18 0.03 18 0.45 12 ST0201 0.60 x 0.30

esdALC20-1bF4 Bidirectional 1  > 20/30 20 0.01 22 1.5  - 0.5 ST0201 0.60 x 0.30

esdA5v3L Unidirectional 2 > 8/15 3 2 5.3 220  -  - SOT23 2.95 x 2.40

esdALCL6-2sC6 Unidirectional 2 > 8/15 1 0.001 6 2.5  -  - SOT23-6L 2.90 x 2.80

esdA6v1L Unidirectional 2 > 8/15 5.25 20 6.1 140  -  - SOT23 2.95 x 2.40

esdALC6v1m3 Unidirectional 2 > 8/15 5 0.5 6.1 11  -  - SOT883 1.00 x 0.60

esdALC6v1m3r Unidirectional 2 > 8/15 5 0.5 6.1 11  -  - SOT883 1.00 x 0.60

esdA14v2L Unidirectional 2 > 8/15 12 5 14.2 90  -  - SOT23 2.95 x 2.40

esdA25L Unidirectional 2 > 8/15 24 1 25 50  -  - SOT23 2.95 x 2.40

esdA25W Unidirectional 2 > 8/15 24 1 25 65  -  - SOT323-3L 2.10 x 2.00

esdA14v2-2bF3 Bidirectional 2 > 8/15 12 0.5 14.2 12  -  - CSP 400 µm 0.77 x 0.77

esdAuLC6-3bp6 Bidirectional 3 > 8/15 5 0.5 6 1  -  - SOT666 1.60 x 1.60

esdA5v3sC5 Unidirectional 4 > 8/15 3 2 5.3 280  -  - SOT23-5L 2.90 x 2.80

esdA5v3sC6 Unidirectional 4 > 8/15 3 2 5.3 280  -  - SOT23-6L 2.90 x 2.80

esdALCL6-4p6A Unidirectional 4 > 8/15 1 0.001 6 2.5  -  - SOT666 1.60 x 1.60
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generAL-purpose esd proteCtion

part number directionality number of 
lines

ieC 61000-4-2
contact/air

stand-off 
voltage (vrm)

Leakage current 
(irm) @ vrm

breakdown 
voltage

vbr @ ir = 1 mA

Capacitance i/o 
to gnd

@ 0 v bias

Capacitance i/o 
to i/o @ 0 v

bandwidth  
@ -3 db package

package 
size

L x W

(kv) (v) max (µA) min (v)  typ (pF)  typ (pF) gHz (mm)

esdA6v1p6 Unidirectional 4 > 8/15 3 0.5 6.1 70  -  - SOT666 1.60 x 1.60

esdA6v1sC5 Unidirectional 4 > 8/15 5.25 20 6.1 190  -  - SOT23-5L 2.90 x 2.80

esdA6v1sC6 Unidirectional 4 > 8/15 5.25 20 6.1 190  -  - SOT23-6L 2.90 x 2.80

esdA6v1W5 Unidirectional 4 > 8/15 3 1 6.1 90  -  - SOT323-5L 2.10 x 2.00

esdALC6-4n4 Unidirectional 4 > 8/15 3 0.1 6.1 9.5  -  - QFN-4L 1.00 x 0.80

esdALC6v1p5 Unidirectional 4 > 8/15 3 0.1 6.1 12  -  - SOT665 1.60 x 1.60

esdALC6v1p6 Unidirectional 4 > 8/15 3 0.1 6.1 12  -  - SOT666 1.60 x 1.60

esdALC6v1W5 Unidirectional 4 > 8/15 3 0.1 6.1 12  -  - SOT323-5L 2.10 x 2.00

esdA14v2sC5 Unidirectional 4 > 8/15 12 5 14.2 100  -  - SOT23-5L 2.90 x 2.80

esdA14v2sC6 Unidirectional 4 > 8/15 12 5 14.2 100  -  - SOT23-6L 2.90 x 2.80

esdA19sC6 Unidirectional 4 > 8/15 15 0.1 19 80  -  - SOT23-6L 2.90 x 2.80

esdA25sC6 Unidirectional 4 > 8/15 24 1 25 60  -  - SOT23-6L 2.90 x 2.80

esdA25W5 Unidirectional 4 > 8/15 24 1 25 30  -  - SOT323-3L 2.10 x 2.00

esdALC5-4bn4 Bidirectional 4 > 8/15 5 0.06 5.5 13  -  - QFN-4L 1.00 x 0.80

esdAvLC5-4bX4 Bidirectional 4 > 8/15 3 0.05 5.5 10  -  - QFN-4L 0.80 x 0.80

esdA6v1-4bC6 Bidirectional 4 > 8/15 3 1 6.1 45  -  - SOT23-6L 2.90 x 2.80

esdA6v1bC6 Bidirectional 4 > 8/15 5 1 6.1 20  -  - SOT23-6L 2.90 x 2.80

esdAvLC8-4bn4 Bidirectional 4 > 8/15 3 0.05 8.5 4.5  -  - QFN-4L 1.00 x 0.80

dALC208sC6 Bidirectional 4 > 8/15 5 1 9 7  -  - SOT23-6L 2.90 x 2.80

esdA14v2-4bF2 Bidirectional 4 > 8/15 12 1 14.2 15  -  - CSP 500 µm 1.12 x 1.12

esdA14v2-4bF3 Bidirectional 4 > 8/15 12 0.5 14.2 15 (max)  -  - CSP 400 µm 0.935 x 
0.935

esdA14v2bp6 Bidirectional 4 > 8/15 12 1 14.2 20  -  - SOT666 1.60 x 1.60

dA108s1 Bidirectional 4 > 8/15 15 2 18 34  -  - SO-8 6.00 x 4.90
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generAL-purpose esd proteCtion

part number directionality number of 
lines

ieC 61000-4-2
contact/air

stand-off 
voltage (vrm)

Leakage current 
(irm) @ vrm

breakdown 
voltage

vbr @ ir = 1 mA

Capacitance i/o 
to gnd

@ 0 v bias

Capacitance i/o 
to i/o @ 0 v

bandwidth  
@ -3 db package

package 
size

L x W

(kv) (v) max (µA) min (v)  typ (pF)  typ (pF) gHz (mm)

esdA25-4bp6 Bidirectional 4 > 8/15 24 1 25 22  -  - SOT666 1.60 x 1.60

esdA6v1-5m6 Unidirectional 5 > 8/15 3 0.5 6.1 70  -  - QFN-6L 1.45 x 1.00

esdA6v1-5p6 Unidirectional 5 > 8/15 3 0.5 6.1 70  -  - SOT666 1.60 x 1.60

esdA6v1-5sC6 Unidirectional 5 > 8/15 3 1 6.1 50  -  - SOT23-6L 2.90 x 2.80

esdA6v1-5t6 Unidirectional 5 > 8/15 3 0.1 6.1 12  -  - QFN-6L 1.00 x 1.00

esdA6v1-5W6 Unidirectional 5 > 8/15 3 1 6.1 50  -  - SOT323-6L 2.10 x 2.00

esdALC6-5t6 Unidirectional 5 > 8/15 3 0.1 6.1 7  -  - QFN-6L 1.00 x 1.00

esdALC6v1-5m6 Unidirectional 5 > 8/15 3 0.07 6.1 12  -  - QFN-6L 1.45 x 1.00

esdALC6v1-5p6 Unidirectional 5 > 8/15 3 0.07 6.1 12  -  - SOT666 1.60 x 1.60

esdALC6v1-5p6m Unidirectional 5 > 8/15 3 0.07 6.1 12  -  - SOT666 1.60 x 1.60

esdALC6v1-5t6 Unidirectional 5 > 8/15 3 0.1 6.1 12  -  - QFN-6L 1.00 x 1.00

esdA17-5sC6 Unidirectional 5 > 8/15 14 0.075 17 35  -  - SOT23-6L 2.90 x 2.80

esdAvLC7-5bu6 Bidirectional 5 > 8/15 6 0.03 7 5  -  - QFN-6L 0.85 x 0.82

esdA6v1u1 Unidirectional 6 > 8/15 5 2 6.1 100  -  - SO-8 6.00 x 4.90

dA112s1 Bidirectional 6 > 8/15 15 2 18 34  -  - SO-8 6.00 x 4.90

dALC112s1 Bidirectional 6 > 6/8 15 2 18 7  -  - SO-8 6.00 x 4.90

esdA25b1 Bidirectional 6 > 8/15 24 2 25 15  -  - SO-8 6.00 x 4.90

esdAuLC6-8F3 Unidirectional 8 > 8/15 3 0.1 6 1  -  - CSP 400 µm 1.20 x 1.20

esdA6v1s3 Unidirectional 18 > 8/15 5 2 6.1 120  -  - SO-20 12.80 x 
10.30

Notes: (*) Available in Q1/2016

(1) Under development 2016
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HigH-speed port proteCtion

part number directionality number of 
lines

ieC 61000-4-2
contact/air

stand-off
voltage (vrm)

Leakage 
current

(irm) à vrm

breakdown 
voltage

vbr @ ir= 1 mA

Capacitance
i/o to gnd @ 0 v bias

Capacitance
i/o to i/o @ 0 v

bandwidth 
@ -3 db package

package size
L x W

(kv) (v) max (µA) min (v) typ (pF) typ (pF) (gHz) (mm)

Hsp061-2m6 Unidirectional 2 > 8/15 5 0.5 6 0.85 0.42 6 QFN-6L 1.45 x 1.00

Hsp061-2n4 Unidirectional 2 > 8/15 3 0.1 6 0.6 0.3 6 QFN-4L 1.00 x 0.80

Hsp061-2p6 Unidirectional 2 > 8/15 5 0.5 6 0.6 0.42 6 SOT666 1.60 x 1.60

Hsp062-2m6 Unidirectional 2 > 8/15 5 0.5 6 0.8 0.55 6 QFN-6L 1.45 x 1.00

Hsp062-2p6 Unidirectional 2 > 8/15 5 0.5 6 0.8 0.55 6 SOT666 1.60 x 1.60

Hsp051-4m5(*) Unidirectional 4 > 15/30 3.6 0.1 4.5 0.35 0.2 12 QFN-5L 1.30 x 0.80

dsiLC6-4F2 Unidirectional 4 > 8/15 5 0.5 6 2.5 1.25 2.2 CSP 500 µm 1.57 x 1.10

dsiLC6-4p6 Unidirectional 4 > 8/15 5 0.5 6 2 1.0 2.2 SOT666 1.60 x 1.60

dsiLC6-4sC6 Unidirectional 4 > 8/ - 5 0.5 6 4.1 2.1 0.83 SOT23-6L 2.90 x 2.80

dviuLC6-4sC6 Unidirectional 4 > 8/15 5 0.5 6 0.85 0.42 6 SOT23-6L 2.90 x 2.80

HdmiuLC6-4F3 Unidirectional 4 > 8/15 3 0.1 6 0.7 0.05 7 CSP 400 µm 1.60 x 1.10

HdmiuLC6-4sC6 Unidirectional 4 > 8/15 5 0.5 6 0.85 0.42 6 SOT23-6L 2.90 x 2.80

Hsp051-4m10 Unidirectional 4 > 8/15 3 0.07 6 0.5 0.3 10 QFN-10L 2.50 x 1.00

Hsp051-4n10 Unidirectional 4 > 8/15 3 0.07 6 0.5 0.3 10 QFN-10L 1.90 x 1.00

Hsp061-4m10 Unidirectional 4 > 8/15 3 0.07 6 0.6 0.3 8.7 QFN-10L 2.50 x 1.00

Hsp061-4nY8 Unidirectional 4 > 8/15 5 0.1 6 0.5  - 6 QFN-2x1-8L 2.00 x 1.00

Hsp051-6bm14 Bidirectional 6 > 8/15 3 0.07 6 0.5 0.3 8.7 QFN-14L 3.50 x 1.35

Hsp061-8m16 Unidirectional 8 > 8/15 5 0.5 6 0.6  - 6.3 QFN-16L 3.30 x 1.50

Note: (*) Available in Q1/2016
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usb proteCtion

part number protected lines directionality number of 
lines

ieC 61000-4-2
contact/air

stand-off
voltage (vrm)

Leakage 
current

(irm) à vrm

breakdown 
voltage

vbr @ ir= 1 mA

Capacitance
i/o to gnd  
@ 0 v bias

bandwidth 
@ -3 db package

package size
L x W

(kv) (v) max (µA) min (v) typ (pF) (gHz) (mm)

esdA7p60-1u1m VBUS protection Unidirectional 1 > 8/15 5 0.2 6.4 450  - 1610 1.60 x 1.00

esdA13p70-1u1m VBUS protection Unidirectional 1 > 8/15 12 0.2 12.5 400  - 1610 1.60 x 1.00

esdA15p60-1u1(*) VBUS protection Unidirectional 1 > 8/15 13 0.1 13.6 335 - 1610 1.60 x 1.00

esdA17p60-1u1m(*) VBUS protection Unidirectional 1 > 8/15 15 0.2 15.5 290 - 1610 1.60 x 1.00

esdA25p35-1u1m(*) VBUS protection Unidirectional 1 > 8/15 22 0.2 23.3 190 - 1610 1.60 x 1.00

esdA8p80-1u1m(*) VBUS protection Unidirectional 1 > 8/15 6 0.2 480 - 1610 1.60 x 1.00

usbLC6-2p6 D+/D- Unidirectional 2 > 8/15 5 1 6 2.5 3 SOT666 1.60 x 1.60

usbLC6-2sC6 D+/D- Unidirectional 2 > 8/15 5 1 6 2.5 3 SOT23-6L 2.90 x 2.80

usbuLC6-2F3 D+/D- Unidirectional 2 > 8/15 3 0.1 6 1.2 (max) 4 CSP 400 µm 0.82 x 0.82

usbuLC6-2m6 D+/D- Unidirectional 2 > 8/15 5 0.5 6 0.95 6 QFN-6L 1.45 x 1.00

usbuLC6-2n4 D+/D- Unidirectional 2 > 8/15 3 0.1 6 0.6 6 QFN-4L 1.00 x 0.80

usbuLC6-2p6 D+/D- Unidirectional 2 > 8/15 5 0.5 6 0.95 5.3 SOT666 1.60 x 1.60

usbuLC6-3F3 D+/D-/ID Unidirectional 3 > 8/15 3 0.1 4 1 8.5 CSP 400 µm 0.82 x 0.82

usb6b1rL D+/D- Unidirectional 4 > 8/15 5.25 10 6 15 - SO-8 6.00 x 4.90

usbLC6-4sC6 D+/D- (double port) Unidirectional 4 > 8/15 5 2 6 3 0.8 SOT23-6L 2.90 x 2.80

Note: (*) Available in Q1/2016
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Audio And video ipAdtm (emi FiLters WitH esd proteCtion)

part number Application number of lines package pin count
Attenuation  
@ 900 mHz

bandwidth 
(@ -3 db) 

Filter resistance 
(Fr)

(db)  (mHz) typ (Ω)

emiF02-01oAbrY Video BroadR Reach™ 
AEC-Q101 compliant 2 Wettable flanks QFN 

3.0 x 3.0 5 -20 dB from 60 MHz 250 -

emiF08-vid1F3 Video 8 WLCSP 400µ 20 -43 dB 98 100

emiF07-Kb01F7 Video 7 WLCSP 350µ 20 -23 dB 320 330

emiF02-Av01F3 Audio and Video 2 WLCSP 400µ 5 -35 dB 0.4 15

emiF04-eAr02m8 Audio and Microphones 4 µQFN-8L 8 -30 dB 70 0.3

emiF05-Aud02F3 Audio and Microphone 2 WLCSP 400µ 12 -28 dB 1.2 2200

emiF02-miC03m6 Microphones 2 µQFN-6L 6 -33 dB 100 68

emiF02-miC06F3 Microphones 2 WLCSP 400µ 8 -46 dB 2.0 2200

emiF02-miC02F2 Microphones 2 WLCSP 500µ 5 -30 dB 180 470

emiF02-miC02F3 Microphones 2 WLCSP 400µ 5 -30 dB 300 470

emiF02-miC03F2 Microphones 2 WLCSP 500µ 5 -40 dB 50 68

emiF02-spK02F2 Speaker 2 WLCSP 500µ 5 -40 dB 20 0.35

emiF02-spK03F2 Speaker 2 WLCSP 500µ 5 -40 dB 20 0.07

Integrated EMI filtering and ESD protection (IPAD™)
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dispLAY, CAmerA And KeYpAd ipAdtm: Common mode FiLter
Serial interface camera and display IPAD

part number Application
esd protection

number of package lines pin count
Common-mode attenuation (sCC21) 

datalines vbus 700 mHz 900 mHz 2.4 gHz 5.0 gHz

eCmF02-3Hsm6 MIPI D-PHY Yes - 3 µQFN-6L 6 -22 dB -33 dB

eCmF04-4AmX12 MIPI D-PHY Yes - 4 µQFN-12L 12 -16 dB -35 dB -15 dB -22 dB

eCmF04-4Hsm10 MIPI D-PHY Yes  - 4 µQFN-10L 10 -20 dB -33 dB

eCmF06-6Am16 MIPI D-PHY Yes - 6 µQFN-16L 16 -17 dB -24 dB

eCmF06-6Hsm16 MIPI D-PHY Yes  - 6 µQFN-16L 16 -20 dB -33 dB

CmF2-0650A09H3 MIPI D-PHY   -   - 2 CSP - 5 microbumps 5 -27 dB -35 dB -23 dB -25 dB

CmF2-24A60H3 MIPI D-PHY - - CSP - 4 microbumps 4 -15 dB -40 dB -16 dB

eCmF4-20A42n10 USB 3.1 Gen 1 and HDMI 2.0 Yes - µQFN-10L 10 -13 dB -16 dB -25 dB

eCmF04-4HsWm10 USB 3.1 Gen 1 and HDMI 2.0 Yes - µQFN-10L 10 -15 dB - 28 dB -16 dB

eCmF02-2HsmX6 USB 3.1 Gen 1 and HDMI 2.0 Yes - µQFN-6L 6 -20 dB -25 dB -20 dB -20 dB

eCmF02-2bF3 USB 2.0 Yes - WLCSP 400µ 5 -13 dB -24 dB -16 dB

eCmF02-3bF3 USB 2.0 Yes - WLCSP 400µ 6 -29 dB

eCmF02-4CmX8 USB 2.0 Yes Yes µQFN-8L 8 -13 dB -27 dB -13 dB

eCmF2-0730v12m12 USB 2.0 Yes Yes µQFN -12L 12 -18 dB -30 dB -20 dB -13 dB

eCmF02-2AmX6 USB 2.0 and MIPI D-PHY/MDDI Yes - µQFN-6L 6 -16 dB -34 dB -15 dB
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dispLAY, CAmerA And KeYpAd ipAdtm: emi FiLter And esd proteCtion
Serial interface camera and display IPAD and keypad IPAD

part number general description number of lines package pin count
bandwidth  
(@ -3 db) Attenuation Line capacitance 

(Cline) 

 (mHz) 900 mHz 2.4 gHz max (pF)

emiF08-vid1F3 Video 8 WLCSP 400µ 20 98 -42 dB -35 dB 7

emiF06-vid01F2 Video 6 WLCSP 500µ 12 160 -40 dB -25 dB 19

emiF08-vid01F2 Video 8 WLCSP 500µ 19 160 -33 dB -34 dB 19

emiF07-Kb01F7 Video 7 WLCSP 350µ 20 320 -23 dB -27 dB 30

emiF10-Com01F2 Display 10 WLCSP 500µ 23 120 -37 dB -42 dB 50

emiF10-LCd02F3 Display 10 WLCSP 400µ 25 200 -23 dB -45 dB 30

emiF07-LCd02F3 Display 7 WLCSP 400µ 19 200 -25 dB -42 dB 30

emiF08-LCd04m16 Display 8 µQFN-16L 16 400 -35 dB -38 dB 19

emiF10-1K010F2 Keypads 10 WLCSP 500µ 23 35 -25 dB -18 dB 120

emiF06-1005mX12Y General purpose < 200MHz
AEC-Q101 compliant 12 µQFN-12L 12 150 -35 dB -33 dB 52

emiF04-1005m8 General purpose < 200MHz 4 µQFN-8L 8 110 -35 dB -32 dB 52

emiF06-1005m12 General purpose < 200MHz 6 µQFN-12L 12 110 -35 dB -32 dB 52

emiF06-1005n12 General purpose < 200MHz 6 µQFN-12L 12 110 -35 dB -32 dB 52

emiF08-1005m16 General purpose < 200MHz 8 µQFN-16L 16 110 -35 dB -33 dB 52

emiF08-1005t16 General purpose < 200MHz 8 µQFN-16L 16 110 -35 dB -33 dB 50

emiF06-1502m12 General purpose < 300MHz 6 µQFN-12L 12 210 -25 dB -32 dB 16.5

emiF04-1502m8 General purpose < 300MHz 4 µQFN-8L 8 210 -25 dB -32 dB 16.5

emiF08-1502m16 General purpose < 300MHz 8 µQFN-16L 16 210 -30 dB -27 dB 16.5

emiF05-sK01F3 General purpose < 400MHz 5 WLCSP 400µ 11 300 -35 dB -25 dB 1200

emiF08-0402t16 General purpose < 400MHz 8 µQFN-16L 16 350 -24 dB 20
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memorY And sim CArds: emi FiLters And esd proteCtion

part number Application number of 
lines package pin count specific application

bandwidth  
(@ -3 db) Attenuation Line capacitance (Cline)

 (mHz) 900 mHz 2.4 gHz max (pF)

emiF03-sim02F2 SIM card 3 WLCSP 500µ 8 3 lines + Vcc 200 -22 dB -20 dB 20

emiF03-sim02m8 SIM card 3 µQFN-8L 8 3 lines + Vcc 280 -18 dB -24 dB 20

emiF03-sim03F3 SIM card 3 WLCSP 400µ 8 3 lines + Vcc 350 -15 dB -32 dB 12

emiF03-sim04F3 SIM card 3 WLCSP 400µ 12 3 lines + ESD 400 -12 dB -22 dB 12

emiF03-sim05F3 SIM card 4 WLCSP 400µ 8 3 lines + ESD + NFC 300 -14 dB -23 dB 12

emiF03-sim06F3 SIM card 3 WLCSP 400µ 11 3 lines + ESD + pull-up 400 -14 dB -22 dB 12

emiF06-msd02n16 mini- and micro-SD card 6 µQFN-16L 16 With pull-up resistor 350 -18 dB -24 dB 20

emiF06-msd04F3 mini- and micro-SD card 6 WLCSP 400µ 12 With pull-up resistor 550 -9 dB -17 dB 10

emiF06-msd01F2 mini- and micro-SD card 6 WLCSP 500µ 12 With pull-up resistor 300 -14 dB -25 dB 20

emiF09-sd01F3 mini- and micro-SD card 9 WLCSP 400µ 25 With pull-up resistor 300 -16 dB -22 dB 20

emiF06-Hsd03F3 mini- and micro-SD card 6 WLCSP 400µ 17 Without pull-up resistor 3000 -0.3 dB -2.7 dB 3

emiF06-Hsd04F3 mini- and micro-SD card 6 WLCSP 400µ 15 With pull-up resistor 2000 -0.3 dB -3 dB 4.5

emiF06-usd05F3 mini- and micro-SD card 6 WLCSP 400µ 15 Without pull-up resistor 300 -30 dB -26 dB 14

emiF06-usd04F3 mini- and micro-SD card 6 WLCSP 400µ 15 Without pull-up resistor 600 -5 dB -22 dB 12

emiF06-usd14F3 mini- and micro-SD card 6 WLCSP 400µ 15 With pull-up resistor 600 -8 dB -17 dB 12

emiF06-HmC02F2 high speed multimedia card 6 WLCSP 500µ 16 With pull-up resistor 400 -14 dB -27 dB 20
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stAndArd muLtiLine bus ipAdtm : emi FiLters And esd proteCtion

part number number of lines package pin count
bandwidth  
(@ -3 db) Attenuation Line capacitance (Cline)

(mHz) 900 mHz 2.4 gHz max (pF)

emiF01-10005W5 2 SOT323-5L 5 150 -24 dB -12 dB 50

emiF01-1003m3 1 SOT-883 3 180 -27 dB -20 dB 39

emiF02-1003m6 2 µQFN-6L 6 180 -27 dB -17 dB 39

emiF04-1005m8 4 µQFN-8L 8 110 -35 dB -33 dB 52

emiF04-1502m8 4 µQFN-8L 8 210 -27 dB -31 dB 16.5

emiF06-1002F2 6 WLCSP 500µ 12 280 -19 dB -20 dB 13.8

emiF06-1005m12 6 µQFN-12L 12 110 -35 dB -32 dB 52

emiF06-1502m12 6 µQFN-12L 12 210 -25 dB -32 dB 16.5

emiF08-1005m16 8 µQFN-16L 16 110 -35 dB -33 dB 52

emiF08-1502m16 8 µQFN-16L 16 210 -35 dB -32 dB 16.5

emiF08-1005t16 8 µQFN-16L 16 110 -35 dB -34 dB 50
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usb ipAdtm : singLe ended emi FiLter or Common mode FiLter

part number Application
esd protection

number of package lines pin count s21CC or s21dd

Attenuation (s21CC or s21dd)

datalines vbus 700 mHz 900 mHz 2.4 gHz 5.0 gHz

eCmF4-20A42n10 USB 3.1 Gen 1 Yes - 4 µQFN-10L 10 S21cc -13 dB -16 dB -25 dB

eCmF04-4HsWm10 USB 3.1 Gen 1 Yes - 4 µQFN-10L 10 S21cc -15 dB - 28 dB - 16 dB

eCmF02-2HsmX6 USB 3.1 Gen 1 Yes - 2 µQFN-6L 6 S21cc -20 dB -25 dB -20 dB -20 dB

eCmF02-2bF3 USB 2.0 Yes - 2 WLCSP 400µ 5 S21cc -13 dB -24 dB -16 dB

eCmF02-3bF3 USB 2.0 Yes - 3 WLCSP 400µ 6 S21cc -29 dB

eCmF02-4CmX8 USB 2.0 Yes Yes 2 µQFN-8L 8 S21cc -13 dB -27 dB -13 dB

eCmF2-0730v12m12 USB 2.0 Yes Yes 2 µQFN -12L 12 S21cc -18 dB -30 dB -20 dB -13 dB

eCmF02-2AmX6 USB 2.0 Yes - 2 µQFN-6L 6 S21cc -16 dB -34 dB -15 dB

emiF02-usb01F2 USB 2.0 Low Speed Yes Yes 2 WLCSP 500µ 6 S21dd -20 dB -24 dB -30 dB

emiF02-usb01F2 USB 2.0 Low Speed Yes Yes 2 WLCSP 500µ 6 S21dd -20 dB -24 dB -30 dB

emiF02-usb03F2 USB 2.0 Low Speed Yes Yes 2 WLCSP 500µ 5 S21dd -14 dB -16 dB -30 dB -22 dB

usbdF01W5 USB 2.0 Low Speed Yes - 2 SOT323-5L 5 S21dd -27 dB -23 dB -17 dB

usbdF02W5 USB 2.0 Low Speed Yes - 2 SOT323-5L 5 S21dd -27 dB -23 dB -17 dB

usbuF01W6 USB 2.0 Low Speed Yes - 2 SOT323-6L 6 S21dd -20 dB -28 dB -13 dB

usbuF02W6 USB 2.0 Low Speed Yes - 2 SOT323-6L 6 S21dd -20 dB -28 dB -13 dB

usbuF01p6 USB 2.0 Low Speed Yes - 2 SOT-666 6 S21dd -19 dB -16 dB
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eCmFtm And CmF series: Common mode FiLter And esd proteCtion

part number Application
esd protection

number of package lines pin count
Common mode attenuation (s21CC)

datalines vbus 700 mHz 900 mHz 2.4 gHz 5.0 gHz

eCmF02-3Hsm6 MIPI D-PHY Yes - 3 µQFN-6L 6 -22 dB -33 dB

eCmF04-4AmX12 MIPI D-PHY Yes - 4 µQFN-12L 12 -16 dB -35 dB -15 dB -22dB

eCmF04-4Hsm10 MIPI D-PHY Yes - 4 µQFN-10L 10 -20 dB -33 dB

eCmF06-6Am16 MIPI D-PHY Yes - 6 µQFN-16L 16 -17 dB -24 dB

eCmF06-6Hsm16 MIPI D-PHY Yes - 6 µQFN-16L 16 -20 dB -33 dB

CmF2-0650A09H3 MIPI D-PHY - - 2 CSP - 5 microbumps 5 -27 dB -35 dB -23 dB -25 dB

CmF2-24A60H3 MIPI D-PHY - - 2 CSP - 4 microbumps 4 -15 dB -40 dB -16 dB

eCmF4-20A42n10 USB 3.1 Gen 1 and HDMI 2.0 Yes - 4 µQFN-10L 10 -13 dB -16 dB -25 dB

eCmF04-4HsWm10 USB 3.1 Gen 1 and HDMI 2.0 Yes - 4 µQFN-10L 10 -15 dB - 28 dB - 16 dB

eCmF02-2HsmX6 USB 3.1 Gen 1 and HDMI 2.0 Yes - 2 µQFN-6L 6 -20 dB -25 dB -20 dB -20 dB

eCmF02-2bF3 USB 2.0 Yes - 2 WLCSP 400µ 5 -13 dB -24 dB -16 dB

eCmF02-3bF3 USB 2.0 Yes - 3 WLCSP 400µ 6 -29 dB

eCmF02-4CmX8 USB 2.0 Yes Yes 2 µQFN-8L 8 -13 dB -27 dB -13 dB

eCmF2-0730v12m12 USB 2.0 Yes Yes 2 µQFN -12L 12 -18 dB -30 dB -20 dB -13 dB

eCmF02-2AmX6 USB 2.0 and MIPI D-PHY/MDDI Yes - 2 µQFN-6L 6 -16 dB -34 dB -15 dB
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Hdmi series

part number general description Hdmi standard interface 
type package size package pitch tmds line 

protection bandwidth Hdmi long 
cable drive

5 v 
backdrive enable

Hdmi2C1-5diJ Signal conditioning and ESD protection 
for HDMI control line interfaces HDMI 1.4 and 2.0 Source 5.0 mm x 4.0 mm DFN-16L 500 µm - - Yes No No

Hdmi2C1-6C1 Signal conditioning and ESD protection 
for HDMI control line interfaces HDMI 1.4 and 2.0 Source 3.5 mm x 3.5 mm QFN-18L 500 µm - - Yes No No

Hdmi2C1-14Hd Signal conditioning and ESD protection 
for HDMI control and TMDS line interfaces HDMI 1.4 and 2.0 Source 6.5 mm x 3.5 mm µQFN-36L 500 µm Yes 6.5 GHz Yes Yes No

Hdmi2C2-14Hd Signal conditioning and ESD protection 
for HDMI control and TMDS line interfaces HDMI 1.4 and 2.0 Sink 6.5 mm x 3.5 mm µQFN-36L 500 µm Yes 6.5 GHz Yes No No

Hdmi2C1-14Hds Signal conditioning and ESD protection 
for HDMI control and TMDS line interfaces HDMI 1.4 and 2.0 Source 4.0 mm x 4.0 mm µQFN-36L 500 µm Yes 6.0 GHz Yes No No

Hdmi2C2-5F2 Signal conditioning and ESD protection 
for HDMI control line interfaces HDMI 1.4 and 2.0 Source 2.0 mm x 1.35 mm WLCSP-12b 500 µm - - Yes Yes Yes

Hdmi2C3-5F2 Signal conditioning and ESD protection 
for HDMI control line interfaces HDMI 1.4 and 2.0 Source 2.1 mm x 1.5 mm WLCSP-12b 500 µm - - Yes Yes Yes

Hdmi2C4-5F2 Signal conditioning and ESD protection 
for HDMI control line interfaces HDMI 1.4 and 2.0 Sink 2.1 mm x 1.5 mm WLCSP-10b 500 µm - - Yes Yes Yes

Hdmi05-CL01F3
ESD protection for HDMI control line with 

pull-up resistor on DDC bus and pull-
down on HPD

HDMI 1.4 and 2.0 Source  
and sink 1.1 mm x 1.1 mm WLCSP-8b 400 µm - - No No No

Hdmi05-CL02F3
ESD protection for HDMI control line with 

pull-up resistor on DDC bus/CEC and 
pull-down on HPD

HDMI 1.4 and 2.0 Source  
and sink 1.1 mm x 1.1 mm WLCSP-9b 400 µm - - No No No
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Automotive protection devices
Automotive grAde generAL purpose esd proteCtion

part number directionality number of 
lines

ieC 61000-4-2
contact/air iso 7637-2 

pulse compliance

stand-off 
voltage (vrm)

Leakage current  
(irm) @ vrm

breakdown 
voltage 
vbr @ ir

Capacitance 
i/o to gnd @ 

0v bias

Junction 
temperature (tj) package

package size
L x W

(kv) (v) max (µA) min (v) typ (pF) max (°C) (mm)

esdALC5-1bt2Y Unidirectional 1 > 8/15 3a, 3b 3 1 5 25 150 0402 1.0 x 0.6

esdAXLC6-1bt2Y Bidirectional 1 > 8/15 3a, 3b 6 0.07 6 0.4 150 Thin SOD882 1.00 x 0.60

esdAvLC8-1bt2Y Bidirectional 1 > 8/15 3a, 3b 3 0.05 8.5 4.5 125 Thin SOD882 1.00 x 0.60

esdAXLC18-1bF4Y(*) Bidirectional 1 > 8/30 3a, 3b 18 0.03 18 0.45 150 ST0201 0.60 x 0.30

esdA5v3LY Unidirectional 2 > 8/15 3a, 3b 3 2 5.3 280 150 SOT23 2.90 x 2.80

esdA6v1LY Unidirectional 2 > 8/15 3a, 3b 5.2 20 6.1 140 150 SOT23 2.90 x 2.80

esdA14v2LY Unidirectional 2 > 8/15 1, 2, 3a, 3b 12 5 14.2 90 150 SOT23 2.95 x 2.40

esdA25LY Unidirectional 2 > 8/15 1, 2, 3a, 3b 24 1 25 50 150 SOT23 2.95 x 2.40

usbLC6-2sC6Y Unidirectional 2 > 8/15 3a, 3b 5.25 0.15 6 2.5 150 SOT23-6L 2.90 x 2.80

Hsp061-2p6Y Unidirectional 2 > 8/15 3a, 3b 5 0.5 6 0.6 125 SOT666 1.60 x 1.60

esdA5v3sC6Y Unidirectional 4 > 8/15 3a, 3b 3 2 5.3 280 150 SOT23-6L 2.90 x 2.80

esdA6v1sC6Y Unidirectional 4 > 8/15 3a, 3b 5.2 20 6.1 190 150 SOT23-6L 2.90 x 2.80

dALC208sC6Y Unidirectional 4 > 8/15 3a, 3b 5 1 9 7 150 SOT23-6L 2.90 x 2.80

esdA14v2sC5Y Unidirectional 4 > 8/15 1, 2, 3a, 3b 12 5 14.2 100 150 SOT23-5L 2.90 x 2.80

esdA25sC6Y Unidirectional 4 > 8/15 1, 2, 3a, 3b 24 1 25 60 150 SOT23-6L 2.90 x 2.80

usbLC6-4sC6Y Unidirectional 4 > 8/15 3a, 3b 5.25 0.15 6 3 150 SOT23-6L 2.90 x 2.80

dviuLC6-4sC6Y Unidirectional 4 > 8/15 3a, 3b 5 0.5 6 0.85 150 SOT23-6L 2.90 x 2.80

HdmiuLC6-4sC6Y Unidirectional 4 > 8/15 3a, 3b 5 0.5 6 0.85 150 SOT23-6L 2.90 x 2.80

Hsp061-4m10Y Unidirectional 4 > 8/15 3a, 3b 5 0.5 6 0.6 150 QFN-10L 2.50 x 1.0

Note: (*) New products, available in Q2-2016
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Automotive grAde CommuniCAtion bus proteCtion

part number
number of 
protected 

lines

iso 7637-2 
pulse 

compliance

iso 10605 -  
C=330 pF, r=330 W 

contact/air

peak pulse 
power  
8/20 µs

stand-off 
voltage (vrm)

Leakage current  
(irm) @ vrm

breakdown voltage  
(vbr) @ ir

Capacitance 
(Cline)  
@ 0 v

Junction 
temperature 

(tj) package

(kv) (W) (v)  (µA)
vbr + / vbr - 

min (v)
 

(mA) max (pF) max (°C)

Lin bus protection

esdLin1524bJ 1 3a, 3b > 8/15 160/200 15/- 24 0.5 17.1 / -25.4 5 20 125 SOD323

esdLin03-1bWY 1 3a, 3b > 8/15 160/200 24/- 24 0.5 17.1 / -25.4 5 20 125 SOD323

CAn bus protection

esdCAn24-2bLY 2 3a, 3b > 30/30 230 24 0.1 27 / -27 1 30 150 SOT23-3L

esdCAn01-2bLY 2 3a, 3b > 30/30 230 24 0.1 25 / -25 1 30 150 SOT23-3L

esdCAn02-2bWY 2 3a, 3b > 30/30 250 26.5 0.01 28.5 / -28.5 1 3.5 175 SOT323-3L

esdCAn03-2bWY 2 3a, 3b > 30/30 250 24 0.01 26.5 / -26.5 1 3.5 175 SOT323-3L

esdCAn04-2bWY(*) 2 3a, 3b > 30/30 250 24 0.01 26.5 / -26.5 1 17 175 SOT323-3L

esdCAn05-2bWY(*) 2 3a, 3b > 30/30 250 36 0.01 37 / -37 1 3.5 175 SOT323-3L

esdCAn06-2bWY(*) 2 3a, 3b > 30/30 250 35 0.01 36 / -36 1 15 175 SOT323-3L

Note: (*) New products, available in Q2-2016
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