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MATERIAL NO. CATALOG NO. DESCRIPTION
HOUSING COLOR

CORD, PLUG &

CONNECTOR

COLOR

1301100060 8565-LED

PORTABLE

WORKLIGHT-LED

ORANGE BLACK

1301100061 8565F-LED

PORTABLE

WORKLIGHT-LED-

FEED THRU

ORANGE BLACK

CAUTION: RISK OF ELECTRIC SHOCK. Do

not use with extension cord near water or

where water may accumulate. Keep lamp at

least 16 feet from pools and spas. Keep plugs

and receptacles dry. For use only on GFCI

protected circuits. Suitable for wet location use

THIS UNIT SHOULD NOT BE PLACED

DIRECTLY OVERHEAD OR ON CURVED OR

UNEVEN SURFACES. Please use caution

when determining placement and mounting

surfaces for this device. Improperly mounted

unit may fall (SEE OPERATING INSTRUCTIONS)
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SCALE

SD-130110-004

MOLEX INCORPORATED

SIZE

INCH
INCH ONLY

DESIGN UNITSDIMENSION STYLE

THIS DRAWING CONTAINS INFORMATION THAT IS PROPRIETARY TO MOLEX

INCORPORATED AND SHOULD NOT BE USED WITHOUT WRITTEN PERMISSION
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